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Welcome to 

Mission Statement:
Our aim is simple; to continue providing excellent levels of quality and customer service whilst 
ensuring the lowest possible prices and remaining your number one choice for cable ties, 
electrical connectors, heat shrink tubing, PVC tape, security seals and tooling.

C Tie is Europe’s number 1 supplier of cable ties & accessories, heatshrink tubing, electrical 
connectors, assortment kits & tooling to suit our products.

Since our inception in 2007 we have abided by three main rules which will never change:

Excellent Service – All our staff have a huge amount of experience in our industry and are 
trained  to help you with any enquiry you have.  We hold huge stock levels and always aim 
to deliver products on a next day delivery with UK Mail. 

Quality  – When we are deciding what manufacturer to buy our products from we look at 
all aspects of their quality from the component to the quality of the packaging it comes in.  
Quality is not something we are prepared to sacrifice.

Competitive Prices – We buy the majority of our products in regular 40ft container loads, 
this gives us major buying power, when coupled with tough negotiating from our 
purchasing managers this means that we can pass massive savings on to you.

Opening an account with us is easy, there are no forms to fill in, all we do is a simple credit 
check when you place your first order, this will under no circumstances affect how long it 
takes you to receive your order.

T:  01737 760645                F:  01737 760946                 E:  sales@ctie.co.uk               W:  www.ctie.co.uk



Product Overview

SECTION 5
TOOLING
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SECTION 4
KITS & ASSORTMENTS

SECTION 3
ELECTRICAL CONNECTORS & TERMINATIONS

SECTION 2
HEATSHRINK & CABLE INSULATION

SECTION 1
CABLE TIES, FIXINGS & FASTENERS
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SECTION 1
CABLE TIES, FIXINGS & FASTENERS



Technical Specifications:

Material: Nylon PA66

Standard: UL Approved

Military: 23190E

Working Temp: -40oC to +85oC

Self Extinguishing Class: UL94V2

ROHS Compliant: Yes

Zero Halogen: Yes

Part Number Size
Length & Width

Box Quantity Pack Quantity Max Bundle
Diameter

Minimum Loop Tensile 
Strength

C8025(B) 80 x 2.5mm 55,000 100 15mm 8kg

C10025(B) 100 x 2.5mm 55,000 100 or 1000 22mm 8kg

C16025(B) 160 x 2.5mm 40,000 100 or 1000 43mm 8kg

C20025(B) 200 x 2.5mm 30,000 100 or 1000 50mm 8kg

Miniature Range (2.5mm Wide)

Part Number Size
Length & Width

Box Quantity Pack Quantity Max Bundle
Diameter

Minimum Loop Tensile 
Strength

C14036(B) 140 x 3.6mm 30,000 100 or 1000 33mm 18kg

C20036(B) 200 x 3.6mm 22,000 100 or 1000 50mm 18kg

C30036(B) 300 x 3.6mm 15,000 100 76mm 18kg

C37036(B) 370 x 3.6mm 12,000 100 102mm 18kg

Intermediate (3.6mm Wide)

Our high quality nylon 6,6 cable ties are 
available in black or natural and come 
packed in 100’s as standard (although some 
sizes are available in packs of 1000).  They 
can be tightened by hand or using one of our 
tensioning tools.  The majority of our 
standard nylon cable ties are tested before 
leaving the factory by an  independent 
testing company to ensure the highest levels 
of quality and strength.

Part Number Size
Length & Width

Box Quantity Pack Quantity Max Bundle
Diameter

Minimum Loop Tensile 
Strength

C12048(B) 120 x 4.8mm 20,000 100 24mm 22kg

C16048(B) 160 x 4.8mm 18,000 100 or 1000 38mm 22kg

C20048(B) 200 x 4.8mm 16,000 100 or 1000 50mm 22kg

C25048(B) 250 x 4.8mm 12,000 100 65mm 22kg

C30048(B) 300 x 4.8mm 11,000 100 80mm 22kg

C37048(B) 370 x 4.8mm 9000 100 102mm 22kg

C43048(B) 430 x 4.8mm 7500 100 120mm 22kg

C53048(B) 530 x 4.8mm 5600 100 150mm 22kg

C63048(B) 630 x 4.8mm 6000 100 190mm 22kg

C73048(B) 730 x 4.8mm 4500 100 224mm 22kg

Standard (4.8mm Wide)

Standard Cable Ties

Colours Available:
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Part Number Size
Length & Width

Box Quantity Pack Quantity Max Bundle
Diameter

Minimum Loop Tensile 
Strength

C15076(B) 150 x 7.6mm 8000 100 35mm 54.4kg

C20076(B) 200 x 7.6mm 7500 100 50mm 54.4kg

C25076(B) 250 x 7.6mm 6000 100 65mm 54.4kg

C30076(B) 300 x 7.6mm 5000 100 80mm 54.4kg

C37076(B) 370 x 7.6mm 4500 100 102mm 54.4kg

C45076(B) 450 x 7.6mm 2500 100 128mm 54.4kg

C54076(B) 540 x 7.6mm 2000 100 160mm 54.4kg

C75076(B) 750 x 7.6mm 2000 100 223mm 54.4kg

Standard – Heavy Duty (7.6mm Wide)

Part Number Size
Length & Width

Box Quantity Pack Quantity Max Bundle
Diameter

Minimum Loop Tensile 
Strength

C43090(B) 430 x 9.0mm 2500 100 116mm 79.4kg

C53090(B) 530 x 9.0mm 2000 100 155mm 79.4kg

C61090(B) 610 x 9.0mm 2000 100 175mm 79.4kg

C71090(B) 710 x 9.0mm 2000 100 207mm 79.4kg

C78090(B) 780 x 9.0mm 2000 100 228mm 79.4kg

C92090(B) 920 x 9.0mm 1200 100 263mm 79.4kg

C102090(B) 1020 x 9.0mm 1000 100 306mm 79.4kg

C122090(B) 1220 x 9.0mm 1000 100 367mm 79.4kg

C153090B-Black Only 1530 x 9.0mm 1000 100 460mm 79.4kg

Heavy Duty (9.0mm Wide)

Part Number Size
Length & Width

Box Quantity Pack Quantity Max Bundle
Diameter

Minimum Loop Tensile 
Strength

C29013(B) 290 x 13mm 2700 100 76mm 114kg

C48013(B) 480 x 13mm 1600 100 120mm 114kg

C58013(B) 580 x 13mm 1200 100 152mm 114kg

C73013(B) 730 x 13mm 1000 100 217mm 114kg

C103013(B) 1030 x 13mm 800 100 295mm 114kg

Extra Heavy Duty (13mm Wide)

Standard Cable Ties
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Technical Specifications:

Material: Nylon PA66

Standard: UL Approved

Military: 23190E

Working Temp: -40oC to +85oC

Self Extinguishing Class: UL94V2

ROHS Compliant: Yes          – Zero Halogen: Yes

Colours Available :

Part Number Size
Length & Width

Box Quantity Pack Quantity Max Bundle
Diameter

Minimum Loop Tensile 
Strength

C10025+COLOUR 100 x 2.5mm 55,000 100 22mm 8kg

C14036+COLOUR 140 x 3.6mm 30,000 100 33mm 18kg

C20025+COLOUR * 200 x 2.5mm 30,000 100 50mm 8kg

C20048+COLOUR 200 x 4.8mm 16,000 100 50mm 22kg

C30048+COLOUR 300 x 4.8mm 11,000 100 80mm 22kg

C30076+COLOUR 300 x 7.6mm 5000 100 80mm 54.4kg

C37048+COLOUR 370 x 4.8mm 9000 100 102mm 22kg

C37076+COLOUR 370 x 7.6mm 4500 100 102mm 54.4kg

C43090+COLOUR 430 x 9.0mm 2500 100 116mm 79.4kg

C53090+COLOUR * 530 x 9.0mm 2000 100 155mm 79.4kg

C58013+COLOUR * 580 x 13mm 1000 100 152mm 114kg

C78090+COLOUR * 780 x 9.0mm 2000 100 228mm 79.4kg

C122090+COLOUR * 1220 x 9.0mm 1000 100 367mm 79.4kg

Our high quality nylon 6,6 coloured cable 
ties are available in red, blue, green, yellow, 
orange, silver, purple & brown*.  They can 
be tightened by hand or using one of our 
tensioning tools.  They are ideal for 
identifying bundles of cable, hoses and pipes 
etc.  The majority of our coloured cable ties 
are tested before leaving the factory by an  
independent testing company to ensure the 
highest levels of quality and strength.

Coloured Cable Ties
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Colours Available Marked *:



Colours Available:

Technical Specifications:

Material: Nylon PA66

Standard: UL Approved

Military: 23190E

Working Temp: -40oC to +85oC

Self Extinguishing Class: UL94V2

ROHS Compliant: Yes          – Zero Halogen: Yes

Our high quality nylon 6,6 fluorescent cable 
ties are available in orange, yellow, green, 
blue & pink.  They can be tightened by hand 
or using one of our tensioning tools.  They 
are ideal for identification in darker 
environments.  Our fluorescent cable ties are 
tested before leaving the factory by an  
independent testing company to ensure the 
highest levels of quality and strength.

Part Number Size
Length & Width

Box Quantity Pack Quantity Max Bundle
Diameter

Minimum Loop Tensile 
Strength

C20048FL+COLOUR 200 x 4.8mm 16,000 100 50mm 22kg

C30048FL+COLOUR 300 x 4.8mm 11,000 100 80mm 22kg

C37048FL+COLOUR 370 x 4.8mm 9000 100 102mm 22kg

C37076FL+COLOUR 370 x 7.6mm 4500 100 102mm 54.4kg

Our high quality nylon 6,6 releasable cable ties 
are available in black and natural.  They are 
ideal as a temporary fastening solution and 
can easily be released by hand.  The majority 
of our releasable cable ties are tested before 
leaving the factory by an independent testing 
company to ensure the highest levels of 
quality and strength.

Releasable Cable Ties

Part Number Size
Length & Width

Box Quantity Pack Quantity Max Bundle
Diameter

Minimum Loop Tensile 
Strength

C15076(B)REL 150 x 7.6mm 10,000 100 35mm 22kg

C20048(B)REL 200 x 4.8mm 16,000 100 50mm 22kg

C30048(B)REL 300 x 4.8mm 11,000 100 80mm 22kg

C37048(B)REL 370 x 4.8mm 9000 100 102mm 22kg

C20076(B)REL 200 x 7.6mm 5000 100 50mm 22kg

C25076(B)REL 250 x 7.6mm 5000 100 65mm 22kg

C30076(B)REL 300 x 7.6mm 6500 100 80mm 22kg

C37076(B)REL 370 x 7.6mm 4000 100 102mm 22kg

C45090(B)REL 450 x 9.0mm 2500 100 124mm 80kg

Fluorescent Cable Ties

Technical Specifications:

Material: Nylon PA66

Standard: UL Approved

Military: 23190E

Working Temp: -40oC to +85oC

Self Extinguishing Class: UL94V2

ROHS Compliant: Yes          – Zero Halogen: Yes

Colours Available:
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Part Number Size
Length & Width

Box Quantity Pack Quantity Max Bundle
Diameter

Minimum Loop Tensile 
Strength

C25076REL+COLOUR 250 x 7.6mm 5000 100 65mm 22kg

Colours Available:

Our high quality nylon 6,6 coloured 
releasable cable ties are available in red, 
blue, green & yellow and come packed in 
100’s.  Like our standard coloured cable ties 
they are ideal for identifying bundles of 
cable, pipes, hoses etc, but with the added 
benefit of being releasable.

Coloured Releasable 
Cable Ties

Our high quality Stainless Steel cable ties are 
ideal for applications where higher strength, 
higher temperature range and resistance to 
fire is required. They come as standard in 
316 grade stainless steel, although cheaper 
304 grade stainless steel is also available on 
request.

Technical Specifications:

Material: 316 Grade Stainless Steel

Working Temp: -80oC to +538oC

ROHS Compliant: Yes

Zero Halogen: Yes

Part Number Size
Length & Width

Box Quantity Pack Quantity Max Bundle
Diameter

Minimum Loop Tensile 
Strength

CSS12546 150 x 4.6mm 8000 100 37mm 46kg

CSS20046 200 x 4.6mm 7000 100 50mm 46kg

CSS20079 200 x 7.9mm 4000 100 50mm 114kg

CSS30046 300 x 4.6mm 5000 100 76mm 46kg

CSS30079 300 x 7.9mm 3500 100 76mm 114kg

CSS36046 350 x 4.6mm 5000 100 89mm 46kg

CSS36079 350 x 7.9mm 3500 100 89mm 114kg

CSS36013 350 x 12.7mm 1000 100 78mm 200kg

CSS52046 500 x 4.6mm 4000 100 125mm 46kg

CSS52079 500 x 7.9mm 2000 100 125mm 114kg

CSS50013 500 x 12.7mm 1000 100 128mm 200kg

CSS68046 700 x 4.6mm 4000 100 179mm 46kg

CSS68079 700 x 7.9mm 2000 100 179mm 114kg

CSS75013 750 x 12.7mm 1000 100 188mm 200kg

Colours Available:

Stainless Steel Cable Ties

Technical Specifications:

Material: Nylon PA66

Standard: UL Approved

Military: 23190E

Working Temp: -40oC to +85oC

Self Extinguishing Class: UL94V2

ROHS Compliant: Yes          – Zero Halogen: Yes
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Coated Stainless Steel 
Cable Ties

Our high quality Coated Stainless Steel cable 
ties are ideal for applications where higher 
strength, higher temperature range and 
resistance to fire is required. They come as 
standard in 316 grade stainless steel. The 
coating is to prevent galvanic attack.

Technical Specifications:

Material: 316 Grade Stainless Steel

Material (Coating): Polyester

Working Temp: -80oC to +538oC

Working Temp (Coating): -50oC to +150oC

ROHS Compliant: Yes

Zero Halogen: Yes

Colours Available:

Part Number Size
Length & Width

Box Quantity Pack Quantity Max Bundle
Diameter

Minimum Loop Tensile 
Strength

CSSC12546 150 x 4.6mm 8000 100 37mm 46kg

CSSC20046 200 x 4.6mm 7000 100 50mm 46kg

CSSC20079 200 x 7.9mm 4000 100 50mm 114kg

CSSC30046 300 x 4.6mm 5000 100 76mm 46kg

CSSC30079 300 x 7.9mm 3500 100 76mm 114kg

CSSC36046 350 x 4.6mm 5000 100 89mm 46kg

CSSC36079 350 x 7.9mm 3500 100 89mm 114kg

CSSC52046 500 x 4.6mm 4000 100 125mm 46kg

CSSC52079 500 x 7.9mm 2000 100 125mm 114kg

Technical Specifications:

Material:  Nylon PA66

Standard: UL Approved

Working Temp: -40oC to +80oC

Self Extinguishing Class: UL94V0

ROHS Compliant: Yes   - Zero Halogen: Yes

Colours Available:
Part Number Size

Length & Width
Box Quantity Pack Quantity Max Bundle

Diameter
Minimum Loop Tensile 

Strength

C20048V0 200 x 4.8mm 16,000 100 50mm 22kg

C30048V0 300 x 4.8mm 11,000 100 80mm 22kg

C37048V0 370 x 4.8mm 9000 100 102mm 22kg

UL94-V0 Cable Ties

Our high quality nylon 6,6 V0 rated cable ties 
are available in white only.  They are self 
extinguishing to Class UL94-V0.  They can be 
tightened by hand or using one of our 
tensioning tools.  Our V0 rated cable ties are 
tested before leaving the factory by an 
independent testing company to ensure the 
highest levels of quality and strength.
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Stainless Steel Ladder Ties

Our high quality stainless steel ladder ties 
operate on a ratchet system in a similar way 
to a conventional nylon cable tie, however 
they are much stronger, more secure and 
resistant to fire.

Technical Specifications:

Material: 316 Grade Stainless Steel

Working Temp: -80oC to +538oC

ROHS Compliant: Yes

Zero Halogen: Yes

Part Number Size
Length & Width

Pack Quantity Max Bundle Diameter Minimum Loop Tensile 
Strength

CSSL22570 225 x 7mm 100 62mm 113kg

CSSL30070 300 x 7mm 100 81mm 113kg

CSSL40070 400 x 7mm 100 113mm 113kg

CSSL45070 450 x 7mm 100 127mm 113kg

Coated Stainless Steel Ladder Ties

Technical Specifications:

Material: 316 Grade Stainless Steel

Material (Coating): Polyester

Working Temp: -80oC to +538oC

Working Temp (Coating): -50oC to +150oC

ROHS Compliant: Yes

Zero Halogen: Yes

Our high quality coated stainless steel ladder 
ties operate on a ratchet system in a similar 
way to a conventional nylon cable tie, 
however they are much stronger, more 
secure and resistant to fire.  They are coated 
to prevent galvanic attack.

Part Number Size
Length & Width

Pack Quantity Max Bundle Diameter Minimum Loop Tensile 
Strength

CSSCL22570 225 x 7mm 100 62mm 113kg

CSSCL30070 300 x 7mm 100 81mm 113kg

CSSCL40070 400 x 7mm 100 113mm 113kg

CSSCL45070 450 x 7mm 100 127mm 113kg

Colours Available:

Colours Available:
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Heat Stabilised Cable Ties

Our high quality nylon 6,6 heat stabilised 
cable ties are available in natural (with a 
green tint) and come packed in 100's. They 
can be tightened by hand or using one of our 
tensioning tools. Our heat stabilised cable 
ties are tested before leaving the factory by 
an outside testing company to ensure the 
highest levels of quality and strength.

Technical Specifications:

Material: Nylon PA66

Standard: UL Approved

Military: 23190E

Working Temp: -40oC to +120oC

Self Extinguishing Class: UL94V2

ROHS Compliant: Yes   - Zero Halogen:  Yes

Part Number Size
Length & Width

Box Quantity Pack Quantity Max Bundle
Diameter

Minimum Loop Tensile 
Strength

C14036HS 140 x 3.6mm 30,000 100 33mm 18kg

C20048HS 200 x 4.8mm 16,000 100 50mm 22kg

C30048HS 300 x 4.8mm 11,000 100 80mm 22kg

C37076HS 370 x 7.6mm 4500 100 102mm 54.4kg

Colours Available:

Marker Cable Ties

Our high quality nylon 6,6 marker cable ties 
are available in natural as standard and 
come packed in 100’s.  They can be 
tightened by hand or using one of our 
tensioning tools. They are ideal for easily 
securing and identifying cables, pipes and 
hoses etc.

Part Number Size
Length & Width

Box Quantity Pack Quantity Max Bundle
Diameter

Minimum Loop Tensile 
Strength

C10025MT 100 x 2.5mm 30,000 100 22mm 8kg

C10025MTI 110 x 2.5mm 30,000 100 22mm 8kg

C20048MT 200 x 4.8mm 10,000 100 50mm 22kg

C30048MT 300 x 4.8mm 8000 100 80mm 22kg

Colours Available:

Technical Specifications:

Material:  Nylon PA66

Standard: UL Approved

Working Temp: -40oC to +85oC

Self Extinguishing Class: UL94V2

ROHS Compliant: Yes   - Zero Halogen: Yes
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UV Stabilised Cable Ties

Part Number Size
Length & Width

Box Quantity Pack Quantity Max Bundle
Diameter

Minimum Loop Tensile 
Strength

C10025BUV 100 x 2.5mm 55,000 100 22mm 8kg

C14036BUV 140 x 3.6mm 30,000 100 33mm 18kg

C20048BUV 200 x 4.8mm 16,000 100 50mm 22kg

C30048BUV 300 x 4.8mm 11,000 100 80mm 22kg

C37048BUV 370 x 4.8mm 9000 100 102mm 22kg

C37076BUV 370 x 7.6mm 4500 100 102mm 54.4kg

C43048BUV 430 x 4.8mm 7500 100 120mm 22kg

C43090BUV 430 x 9mm 2500 100 116mm 79.4kg

C58013BUV 580 x 13mm 1200 100 152mm 114kg

Our high quality nylon 6,6 UV stabilised cable 
ties are available in black only and come 
packed in 100's. They can be tightened by 
hand or using one of our tensioning tools. 
Our UV stabilised cable ties are tested before 
leaving the factory by an outside testing 
company to ensure the highest levels of 
quality and strength.

Screw Mount Cable Ties

Our high quality nylon 6,6 screw mountable 
cable ties are available in black and natural, 
both of which come packed in 100's. They 
can be tightened by hand or using one of our 
tensioning tools. They are ideal for fastening 
bundles of cable, hoses, pipes etc and then 
fixing securely, using a screw. 

Part Number Size
Length & Width

Box Quantity Pack Quantity Max Bundle
Diameter

Minimum Loop Tensile 
Strength

CSM11025(B) 110 x 2.5mm 30,000 100 22mm 8.1kg

CSM15036(B) 150 x 3.6mm 20,000 100 32mm 18.2kg

CSM20048(B) 200 x 4.8mm 11,000 100 50mm 22.2kg

CSM30048(B) 300 x 4.8mm 10,000 100 76mm 22.2kg

Colours Available:

Colours Available:

Technical Specifications:

Material: Nylon PA66

Standard: UL Approved

Military: 23190E

Working Temp: -40oC to +85oC

Self Extinguishing Class: UL94V2

ROHS Compliant: Yes          – Zero Halogen: Yes

Technical Specifications:

Material: Nylon PA66

Standard: UL Approved

Military: 23190E

Working Temp: -40oC to +85oC

Self Extinguishing Class: UL94V2

ROHS Compliant: Yes          – Zero Halogen: Yes
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Push Mount Cable Ties

Our high quality nylon 6,6 push mountable 
cable ties are available in black and natural, 
both of which come packed in 100’s. They 
can be tightened by hand or using one of our 
tensioning tools. They are ideal for fastening 
bundles of cable, hoses and pipes etc and 
then fixing to a panel or chassis. 

Metal Detectable Cable Ties

Technical Specifications:

Material: Nylon PA66

Working Temp: -25oC to +65oC

ROHS Compliant: Yes

Zero Halogen: Yes

Part Number Size
Length & Width

Box Quantity Pack Quantity Max Bundle
Diameter

Minimum Loop Tensile 
Strength

C10025FI 100 x 2.5mm 5000 100 24mm 8kg

C15036FI 150 x 3.6mm 5000 100 36mm 20kg

C20046FI 200 x 4.6mm 5000 100 51mm 28kg

C28546FI 280 x 4.6mm 5000 100 76mm 28kg

C36075FI 360 x 7.5mm 1500 100 100mm 54.4kg

C38546FI 385 x 4.6mm 3500 100 110mm 28kg

Our high quality metal detectable cable ties 
(also known as food industry cable ties) are 
available in blue only and are primarily used 
in the food and pharmaceutical industries, 
they are manufactured with a metal pigment 
in the cable ties which makes them ideal for 
the installation of cables in and around the 
manufacturing process. They can be 
tightened by hand or using one of our 
tensioning tools. Colours Available:

Colours Available:

Technical Specifications:

Material: Nylon PA66

Standard: UL Approved

Military: 23190E

Working Temp: -40oC to +85oC

Self Extinguishing Class: UL94V2

ROHS Compliant: Yes          – Zero Halogen: Yes

Part Number Size
Length & Width

Box Quantity Pack Quantity Max Bundle
Diameter

Minimum Loop Tensile 
Strength

C20046PMM(B) 200 x 4.8mm 10,000 100 46mm 22.2kg
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Printed Cable Ties

Colours Available:

Double Loop Cable Ties

Our high quality nylon 6,6 double loop cable 
ties are available in black and natural, both 
of which come packed in 100's. They are 
ideal for securing multiple bundles of cable, 
or just to secure one bundle to a fixing point.

Colours Available:

Technical Specifications:

Material: Nylon PA66

Standard: UL Approved

Military: 23190E

Working Temp: -40oC to +85oC

Self Extinguishing Class: UL94V2

ROHS Compliant: Yes          – Zero Halogen: Yes

Technical Specifications:

Material: Nylon PA66

Standard: UL Approved

Military: 23190E

Working Temp: -40oC to +85oC

Self Extinguishing Class: UL94V2

ROHS Compliant: Yes          – Zero Halogen: Yes

Part Number Size
Length & Width

Box Quantity Pack Quantity Max Bundle
Diameter

Minimum Loop Tensile 
Strength

Please Call 200 x 4.8mm 16,000 100 50mm 50mm

Please Call 250 x 4.8mm 12,000 100 65mm 65mm

Please Call 300 x 4.8mm 11,000 100 80mm 80mm

Please Call 370 x 4.8mm 9000 100 102mm 102mm

Please Call 300 x 7.6mm 5000 100 80mm 80mm

Please Call 370 x 7.6mm 4500 100 102mm 102mm

Please Call 530 x 9.0mm 2000 100 155mm 155mm

Part Number Size
Length & Width

Box Quantity Pack Quantity Max Bundle
Loop 1

Max Bundle 
Loop 2

Minimum Loop 
Tensile Strength

C20048DL(N) 200 x 4.8mm 14,000 100 47mm 45mm 22.2kg

C30048DL(N) 300 x 4.8mm 10,000 100 72mm 70mm 22.2kg
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Our high quality printed cable ties can be 
customised with your chosen text and/or 
sequential number making them an ideal 
solution for identifying cables or securing 
assets.
We offer 3 options for printing:
TEXT - This can be up to 36 characters.

TEXT & NUMBER - This can be up to 24 
characters followed by a 7 digit sequential 
number (starting at a number of your choice).

NUMBER - This can be a 7 digit sequential 
number (starting at a number of your choice)



Chassis Cable Ties

Our high quality Nylon 6,6 chassis cable ties 
are available in black & they come packed in 
100's. The head of the cable tie sits on the 
reverse side of a panel and allows the object 
to be fastened using a single loop.

Colours Available:

Metal Tooth Cable Ties

Our high quality metal tooth cable ties are 
available in black and come packed in 100’s.  
The stainless steel tooth locks the tie in the 
required position without the need for 
serration in the strap, making the cable tie 
remain flexible even at low temperatures.

Colours Available:

Part Number Size
Length & Width

Box Quantity Pack Quantity Max Bundle
Diameter

Minimum Loop Tensile 
Strength

C37076CT 370 x 7.6mm 2000 100 102mm 54.4kg

Part Number Size
Length & Width

Box Quantity Pack Quantity Max Bundle
Diameter

Minimum Loop Tensile 
Strength

C10025MB(N) 100 x 2.5mm 10,000 100 24mm 18kg

C14035MB(N) 140 x 3.5mm 8000 100 36mm 28kg

C20035MB(N) 200 x 3.5mm 6000 100 55mm 28kg

C20045MB(N) 186 x 4.5mm 5000 100 51mm 40kg

C30045MB(N) 290 x 4.5mm 5000 100 76mm 40kg

C36045MB(N) 360 x 4.5mm 4000 100 100mm 40kg

C36075MB(N) 360 x 7.5mm 1500 100 100mm 80kg

Technical Specifications:

Material: Nylon PA66

Standard: UL Approved

Military: 23190E

Working Temp: -40oC to +85oC

Self Extinguishing Class: UL94V2

ROHS Compliant: Yes          – Zero Halogen: Yes

Technical Specifications:

Material: Nylon PA66

Standard: UL Approved

Military: 23190E

Working Temp: -40oC to +60oC

Self Extinguishing Class: UL94V2

ROHS Compliant: Yes          – Zero Halogen: Yes
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Releasable Bobble Ties

Part Number Size
Length & Width

Box Quantity Pack Quantity

RPT24038RED 240 x 3.8mm 4000 100

Technical Specifications:

Max Temp:  85°C

Self Extinguishing Class: UL94HB

ROHS Compliant: Yes          – Zero Halogen: Yes

Our high quality releasable bobble ties are 
suitable for lightweight loads.  The double 
locking head means you can secure two 
bundles of cable.  The body of the tie is 
completely rounded to eliminate all sharp 
edges.



Part Number Size
Length & Width

Tensile 
Strength

Pack
Quantity

TL200 200 x 9.0mm 15kg-f 1000

TL Series 
TL is a fixed length seal made from polypropylene plastic.  It 
has an acetal jaw and unique double locking mechanism 
specially designed to enhance its security against tampering.

Technical Specifications:

Material: Polypropylene
Locking Jaw: Acetal (POM)

Minimum tensile strength: 15kg-f

Working Temperature: -20oC - +60oC

Colours Available:

Technical Specifications:

Material: Polypropylene

Material of Jaw: Metal

Minimum tensile strength: 15kg-f

Working Temperature: -20oC - +60oC

JL  Series
JL is a versatile variable-length tamper evident seal with a 
specially developed small strap diameter which makes it ideal 
for securing items with a small aperture.

Colours Available:
Part Number Size

Length & Width
Tensile 

Strength
Pack 

Quantity

JL250 250 x 2.0mm 15kg 1000

MIJL Series
MIJL is a pull tight plastic seal that has been developed to suit 
the security needs of a wide range of applications.

Part Number Size
Length & Width

Tensile 
Strength

Pack 
Quantity

MIJL150 150 x 2.0mm >12kg 1000

MIJL200 200 x 2.0mm >12kg 1000

MIJL250 250 x 2.0mm >12kg 1000

MIJL300 300 x 2.0mm >12kg 1000

MIJL350 350 x 2.0mm >12kg 1000

MIJL400 400 x 2.0mm >12kg 1000

Colours Available:

Technical Specifications:

Material: Polypropylene

Material of Jaw: Metal

Minimum tensile strength: >12kg

Working Temperature: -20oC - +60oC

Technical Specifications:

Material: Polypropylene

Material of Jaw: Metal

Minimum tensile strength: 35kg

Working Temperature: -20oC - +60oC

MJL Series
MJL has been designed to meet the needs of industries that 
require plastic seals with high strength and/or a long strap 
length.

Colours Available:
Part Number Size

Length & Width
Tensile 

Strength
Pack 

Quantity

MJL300 300 x 4.0mm 35kg 1000

MJL400 400 x 4.0mm 35kg 1000

MJL500 500 x 4.0mm 35kg 1000

Security Seals
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Technical Specifications:

Material: Polypropylene

Minimum tensile strength: >8kg

Working Temperature: -20oC - +60oC

LL Series
LL is a plastic seal that has been developed primarily for 
securing fire extinguishers after their annual test.  The low 
breaking strain allows easy, manual removal in cases of 
emergency.

Colours Available:
Part Number Size

Length & Width
Tensile 

Strength
Pack Quantity

LL220 220 x 2.6mm >8kg 1000

Technical Specifications:

Material: Polypropylene

Minimum Tensile Strength: 32kg

Working Temperature: -20oC - +60oC

PL Series
PL is a cost effective variable length tamper evident seal 
suitable for a wide range of applications.  The plastic security 
seal has an improved tag-holder feature, unique spiky stem 
that enhances the seals grip and an option for a longer tab for 
barcode priting.

Colours Available:
Part Number Size

Length & Width
Tensile 

Strength
Pack 

Quantity

PL300 300 x 6.4mm 32kg 1000

PL400 400 x 6.4mm 32kg 1000

Security Seals
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Part Number Size
Length & Width

Spool Size

VOWT15020 150 x 20mm 1000 Ties

VOWT20020 200 x 20mm 750 Ties

VOWT30025 300 x 25mm 500 Ties

VELCRO® Brand 
One Wrap Ties

VELCRO® Brand One Wrap

Part Number Width Spool Size

VOW10 10mm 25M

VOW16 16mm 25M

VOW20 20mm 25M

VOW25 25mm 25M

VOW50 50mm 25M
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VELCRO® Brand PS14 Adhesive

Part Number Width Hook or Loop Spool Size

VPS1416HB 16mm Hook 25M

VPS1416LB 16mm Loop 25M

VPS1420HB 20mm Hook 25M

VPS1420LB 20mm Loop 25M

VPS1425HB 25mm Hook 25M

VPS1425LB 25mm Loop 25M

VPS1430HB 30mm Hook 25M

VPS1430LB 30mm Loop 25M

VPS1450HB 50mm Hook 25M

VPS1450LB 50mm Loop 25M



VELCRO® Brand 
Consumer Packed Products

Part 
Number

Width Length of 
Reel

Colour

VSOTB 20mm 2.5M Black

VSOTLB 20mm 10M Black

VSOTW 20mm 2.5M White

VSOTLW 20mm 10M White

Part 
Number

Width Length of 
Reel

Colour

VHDSOTB 50mm 5M Black

VHDSOTW 50mm 5M White

Part Number Size Pack QNTY

VRTAC 200 x 12mm 5

Part Number Size Pack QNTY

VRTBS 200 x 12mm 6

VRTBL 200 x 12mm 15

Part Number Size Pack QNTY

CVAS2546 460 x 25mm 2

CVAS2592 920 x 25mm 2

Part Number Size Pack QNTY

VSS 25mm x 68cm 2
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Part Number Size Pack QNTY

VCWAB 50cm x 50mm 1

Part Number Width Length of Reel

VELCRO1 10mm 5M

VELCRO2 30mm 5M

Part Number Size Pack QNTY

VCS 1.8M x 50mm 1

VELCRO Brand Cable Wrap VELCRO Brand One Wrap
Reusable Ties 
Cut to length

VELCRO Brand Cable Ties
Assorted Colours

VELCRO Brand Cable Ties
Black

VELCRO Brand Adjustable 
Straps

VELCRO Brand Stretch Straps

VELCRO Brand Carry Strap VELCRO Brand
Heavy Duty 
Stick on Tape

VELCRO Brand
Stick on Tape



Stainless Steel Banding

Part Number Width Thickness Reel Size Box Quantity

SSB12 12mm 0.35mm 50M 13 x 50M

SSB19 19mm 0.78mm 30M 10 x 30M

Technical Specifications:

Material: 201 Grade Stainless Steel

Working Temp: -80oC to +538oC

ROHS Compliant: Yes

Zero Halogen: Yes

Our 201 grade stainless steel banding is a 
high quality banding and fastening solution 
which offers high strength and reliable 
performance.

Stainless Steel Buckles – E Type

Part Number For use with C Tie Part Max Width Pack Quantity

SSEB12 SSB12 12mm 100

SSEB19 SSB19 19mm 100

Technical Specifications:

Material: 201 Grade Stainless Steel

Working Temp: -80oC to +538oC

ROHS Compliant: Yes

Zero Halogen: Yes

Our high quality stainless steel buckles are 
designed to fasten our stainless steel band 
(above).  Please see out tooling section for 
suitable fastening tools.
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Stainless Steel Markers

Part Number Size Pack Quantity Box Quantity

SSM8995 89 x 9.5mm 100 10,000

SSM8919 89 x 19mm 100 10,000

Technical Specifications:

Material: 316 Grade Stainless Steel

Working Temp: -80oC to +538oC

ROHS Compliant: Yes

Zero Halogen: Yes

Our high quality stainless steel marker plates 
are designed for use with stainless steel 
cable ties up to 7.9mm wide.  They are made 
of 316 grade stainless steel and can be 
embossed.



Loop End Wire Twist Ties

Technical Specifications for twist ties:

Material: Mild Steel

ROHS Compliant: Yes

Zero Halogen: Yes

Our high quality loop end wire twist ties are 
made from mild steel and come in bundles 
of 1000.  They are ideal for fastening bags 
and sacks.

Part Number Size
Length & Width

Pack Quantity Box Quantity

CWT150 150 x 1.2mm 1000 5000

CWT200 200 x 1.2mm 1000 5000

CWT250 250 x 1.2mm 1000 5000

Colours Available:
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Ty-Rap® Deltec® Cable Support System

Technical Specifications:

Material (Strap & Head): Delrin®, toughened weatherable 
acetal 

Material (Locking Barb):  Marine Grade, Corrosion 
Resistant Copper Alloy

Flammability Rating:  UL94HB

UV Resistant:  Yes

Zero Halogen: Yes

The Deltec system answers your aerial cable 
needs with innovative design and state of 
the art materials. Our stock includes 
weather-resistant Delrin® cable straps & 
marine grade locking devices.

Part Number Description Pack Size

DELTEC 1000FT Reel of 12.7mm Wide Strap 1 x 1000ft

DELTEC/HEAD Heads Compatible With Deltec Strap (Above) 1000pcs

Colours Available:



Saddle Mounts

Technical Specifications:

Material: Nylon PA66

Working Temp: -20oC to +85oC

ROHS Compliant: Yes   - Zero Halogen: Yes

Our high quality saddle mounts are available 
in black & natural and come packed in 100’s. 
Simply drill a hole in the desired position, 
and secure the saddle mount with a screw 
for a secure fixing.

Part No Pack Quantity Size mm Hole Size Cable Tie Size

CSM2(BL) 100 15 x 10mm 3.7mm Up to 4.8mm

CSM3(BL) 100 21 x 16mm 5mm Up to 9.0mm

CSM4(BL) 100 40 x 18mm 9mm Up to 13mm

Colours Available:

Cable Tie Eyelets

Technical Specifications:

Material: Nylon PA66

Working Temp: -20oC to +85oC

ROHS Compliant: Yes   - Zero Halogen: Yes

Our high quality cable tie eyelets are 
available in black and come packed in 100’s.  
Simply drill a hole in the desired position, 
and secure the eyelet with a screw for a 
secure fixing

Part No Pack Quantity Size mm Hole Size Cable Tie Size

CSM1(BL) 100 19.5 x 9.5mm 4.3mm Up to 4.8mm

Colours Available:

Masonry Mounts

Technical Specifications:

Material: Nylon PA66

Working Temp: -20oC to +85oC

ROHS Compliant: Yes   - Zero Halogen: Yes

Our high quality masonry mounts are 
available in black and come packed in 100’s. 
To use simply knock a masonry mount into a 
pre drilled hole and thread the tie through 
the head of the mount for a secure fixing.

Part Number Pack Quantity Box Quantity Max Cable Tie Width Hole Size

CMM7 100 8500 9mm M8

Colours Available:
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Self Adhesive Cable Tie 
Bases

Technical Specifications:

Material Base: Nylon PA66

Material (Adhesive Backing): Polyethylene Foam

Working Temp: -20oC to +60oC

ROHS Compliant: Yes   - Zero Halogen: Yes

Our high quality self adhesive cable tie bases 
are available in Black & Natural and come 
packed in 100’s. To use simply stick a self 
adhesive base to the relevant surface and 
thread a cable tie through the slot for an 
easy fixing solution.

Colours Available:
Part Number Size

Length & Width
Box Quantity Pack Quantity 2 Way Optional Screw 

Fixing
Screw Size

CB13(BL) 13 x 13mm N/A 100 YES NO ---

CB20(BL) 20 x 20mm 25,000 100 YES YES ---

CB28(BL) 28 x 28mm 10,000 100 YES YES M6

CB40(BL) 40 x 40mm 5000 100 YES YES M6

Stainless Steel Eyelets

Our high quality Stainless Steel  eyelets have 
the same function as their plastic version, 
however they are much stronger and more 
resistant to fire.

Technical Specifications:

Material: 316 Grade Stainless Steel

Working Temp: -80oC to +538oC

ROHS Compliant: Yes   - Zero Halogen: Yes

Part No Pack Quantity Size Hole Size Max Tie Width

PF1 100 23 x 10mm 4 Up to 10mm

PF2 100 23 x 10mm 5 Up to 10mm

PF3 100 23 x 10mm 6 Up to 10mm

Colours Available:

Stainless Steel Saddle Mounts

Technical Specifications:

Material: 316 Grade Stainless Steel

Working Temp: -80oC to +538oC

ROHS Compliant: Yes   - Zero Halogen: Yes

Our high quality Stainless Steel saddle 
mounts are used in the same way as the 
plastic version, however they are much 
stronger and more resistant to fire.

Part No Pack Quantity Size Hole Size Max Tie Width

CSMSS 100 16 x 12mm 5mm Up to 8mm

Colours Available:
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Technical Specifications:

Material Base: Nylon PA66

Material (Adhesive Backing): Polyethylene Foam

Working Temp: -20oC to +60oC

ROHS Compliant: Yes

Zero Halogen: Yes

Colours Available:

Part No Size (Base) Min Bundle Max Bundle Pack Quantity Box Quantity

CSAC1 16 x 16mm 4mm 5mm 100 30,000

CSAC2 25 x 25mm 8mm 13mm 100 10,000

CSAC3 28 x 28mm 12mm 18mm 100 6000

Technical Specifications:

Material: Nylon PA66

Working Temp: -20oC to +85oC

ROHS Compliant: Yes

Zero Halogen: Yes

Part No Size Size (Inches) Hole Size Pack Quantity Box Quantity

CPC1(B) 4.8mm 3 / 16 6mm 100 40,000

CPC2(B) 6mm 1 / 4 6mm 100 32,000

CPC2.5(B) 8mm 5 / 16 6mm 100 30,000

CPC3(B) 9mm 3 / 8 6mm 100 20,000

CPC4(B) 12mm 1 / 2 6mm 100 11,000

CPC5(B) 19mm 3 / 4 6mm 100 7000

CPC6(B) 25.4mm 1 6mm 100 5000

Colours Available:

Adhesive Cable Clips

Our high quality self adhesive cable clips are 
available in natural and come packed in 
100’s. Simply stick to the relevant surface for 
a quick fixing.

Nylon P-Clips

Our high quality p-clips are available in black 
and come packed in 100’s. They provide a 
secure fixing for pipes and cables.
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Technical Specifications:

Material (Clip): Zinc Plated Mild Steel

Material (Rubber Lining): EPDM Rubber

Working Temp: -40oC to +60oC

ROHS Compliant: Yes

Part No Size Hole Size Pack Quantity Box Quantity

CRLPC1 5mm 6.6mm 50 3000

CRLPC2 6mm 6.6mm 50 3000

CRLPC3 8mm 6.6mm 50 2500

CRLPC4 10mm 6.6mm 50 2000

CRLPC5 13mm 6.6mm 50 1500

CRLPC6 16mm 6.6mm 50 1500

CRLPC65 19mm 6.6mm 50 1000

CRLPC7 21mm 6.6mm 50 1000

CRLPC8 25mm 6.6mm 50 1000

CRLPC9 29mm 6.6mm 50 500

Colours Available:

Technical Specifications:

Material: 430 Grade Stainless Steel

Working Temp: -80oC to +538oC

ROHS Compliant: Yes

Zero Halogen: Yes

Part No Trunking Size Screw Size Pack Quantity Box Quantity

CBSTC1 25 x 16mm M8 50 1000

Colours Available:  

Rubber Lined P-Clips

Our high quality Rubber Lined P-Clips are 
black and come packed in 50’s. They provide 
a secure fixing for pipes and cables, the 
rubber lining around the clip protects against 
wear and damage.

Stainless Steel Trunking Clips

Our stainless steel trunking  clips are made 
to slot into 25 x 16mm trunking.  They clip in 
and then screw through the plastic trunking, 
creating a stainless steel fixing for cables.  
When used correctly they will comply to 
BS7671 regulations.
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Part No Size Max Bundle Max Load Pack Quantity

SAC1 30 x 20mm 4mm 1.3kg 100

SAC2 35 x 25mm 8mm 2kg 100

SAC3 43 x 31mm 12mm 4kg 100

SAC4 51 x 38mm 16mm 6kg 100

Technical Specifications:

Material (Clip): White Polyester Coated Steel

Material (Adhesive):  Acrylic On Polyester Foam

Working Temp: -40oC to +70oC

Installation Temp: +10oC to +40oC

ROHS Compliant: Yes

Zero Halogen: Yes

Colours Available:

SAC Cable Clips
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SECTION 2
HEATSHRINK & CABLE INSULATION



CHS21 Series – 2:1 Ratio 
Heatshrink – Bulk Reels

Technical Specifications:

Material: Polyolefin

Standard: UL Approved

Working Temp: -55oC to +125oC

Shrink Temperature: 90oC

Dielectric Voltage Withstand: 2500V, 60 Seconds, No Breakdown

ROHS Compliant: Yes

Zero Halogen: Yes

Flame Retardant - Yes

Part No Size Before Shrink Size After Shrink Reel Length

CHS21-1.2 + COLOUR 1.2mm 0.6mm 200M

CHS21-1.6 + COLOUR 1.6mm 0.8mm 200M

CHS21-2.4 + COLOUR 2.4mm 1.2mm 200M

CHS21-3.2 + COLOUR 3.2mm 1.6mm 200M

CHS21-4.8 + COLOUR 4.8mm 2.4mm 100M

CHS21-6.4 + COLOUR 6.4mm 3.2mm 100M

CHS21-9.5 + COLOUR 9.5mm 4.7mm 100M

CHS21-12.7 + COLOUR 12.7mm 6.4mm 100M

CHS21-19.1 + COLOUR 19.1mm 9.5mm 100M

CHS21-25.4 + COLOUR 25.4mm 12.7mm 50M

CHS21-38.1 + COLOUR 38.1mm 19mm 50M

CHS21-50.8 + COLOUR 50.8mm 25.4mm 25M

CHS21-76.2 + COLOUR 76.2mm 38.1mm 25M

CHS21-101.6 + COLOUR 101.6mm 50.8mm 25M

Colours Available:
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CHS21 is a flexible, flame-retardant polyolefin heat 
shrinkable tubing.  It is low smoke generating, abrasion 
resistant and in case of burning produces no dioxin.  
CHS21 has excellent electrical and physical properties, 
including excellent acid fastness & corrosion resistance.



CHS31 Series – 3:1 Ratio 
Heatshrink – Bulk Reels

Part No Size Before Shrink Size After Shrink Reel Length

CHS31-3.2+COLOUR 3.2mm 1mm 200M

CHS31-4.8+COLOUR 4.8mm 1.6mm 100M

CHS31-6.4+COLOUR 6.4mm 2mm 100M

CHS31-9.5+COLOUR 9.5mm 3mm 50M

CHS31-12.7+COLOUR 12.7mm 4mm 50M

CHS31-19.1+COLOUR 19.1mm 6mm 50M

CHS31-25.4+COLOUR 25.4mm 8.5mm 20M

CHS31-38.1+COLOUR 38.1mm 12.7mm 20M

Colours Available:
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Technical Specifications:

Material: Polyolefin (With Hot Melt Adhesive)

Standard: UL Approved

Working Temp: -55oC to +125oC

Shrink Temperature: 90oC

Dielectric Voltage Withstand: 2500V, 60 Seconds, No Breakdown

ROHS Compliant: Yes

Zero Halogen: Yes

Flammability:  VW-1

CHS31 is a dual wall adhesive lined heatshrink tubing 
manufactured from flame retardant cross-linked 
Polyolefin.  This tubing may be used in a wide variety of 
applications and provides excellent waterproofing and 
moisture protection.  It’s high shrink ratio makes it ideal 
for sealing irregular shapes.



Part No Size Before Shrink Size After Shrink Reel Length

CHS41-4 4mm 1mm 200M

CHS41-6 6mm 1.5mm 100M

CHS41-8 8mm 2mm 100M

CHS41-12 12mm 3mm 50M

CHS41-16 16mm 4mm 50M

CHS41-19 19mm 4.5mm 50M

CHS41-24 24mm 6mm 50M

CHS41-32 32mm 8mm 50M

CHS41-40 40mm 10mm 25M

CHS41-52 52mm 13mm 25M

Colours Available:
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Technical Specifications:

Material: Polyolefin (With Hot Melt Adhesive)

Standard: UL Approved

Working Temp: -55oC to +125oC

Shrink Temperature: 90oC

Dielectric Voltage Withstand: 2500V, 60 Seconds, No Breakdown

ROHS Compliant: Yes

Zero Halogen: Yes

Flammability:  VW-1

CHS41 is a dual wall adhesive lined heatshrink tubing 
manufactured from flame retardant cross-linked 
Polyolefin.  This tubing may be used in a wide variety of 
applications and provides excellent waterproofing and 
moisture protection.  It’s high shrink ratio makes it ideal 
for sealing irregular shapes.

CHS41 Series – 4:1 Ratio 
Heatshrink – Bulk Reels



CHS21 Series – 2:1 Ratio 
Heatshrink Mini Reels

Part No Size Before Shrink Size After Shrink Reel Length

CHSMR1.2 + COLOUR 1.2mm 0.6mm 15M

CHSMR1.6 + COLOUR 1.6mm 0.8mm 15M

CHSMR2.4 + COLOUR 2.4mm 1.2mm 13M

CHSMR3.2 + COLOUR 3.2mm 1.6mm 12M

CHSMR4.8 + COLOUR 4.8mm 2.4mm 11M

CHSMR6.4 + COLOUR 6.4mm 3.2mm 10M

CHSMR9.5 + COLOUR 9.5mm 4.7mm 7M

CHSMR12.7 + COLOUR 12.7mm 6.4mm 6M

CHSMR19.1 + COLOUR 19.1mm 9.5mm 5M

CHSMR25.4 + COLOUR 25.4mm 12.7mm 4M

Colours Available:
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Technical Specifications:

Material: Polyolefin

Standard: UL Approved

Working Temp: -55oC to +125oC

Shrink Temperature: 90oC

Dielectric Voltage Withstand: 2500V, 60 Seconds, No Breakdown

ROHS Compliant: Yes

Zero Halogen: Yes

Flame Retardant - Yes

CHS21 is a flexible, flame-retardant polyolefin heat 
shrinkable tubing.  It is low smoke generating, abrasion 
resistant and in case of burning produces no dioxin.  
CHS21 has excellent electrical and physical properties, 
including excellent acid fastness & corrosion resistance.



CHS31 – 3:1 Ratio 
Heatshrink Mini Reels

Part No Size Before Shrink Size After Shrink Reel Length

CHSMR31-3.2 3.2mm 1.1mm 10

CHSMR31-4.8 4.8mm 1.6mm 5

CHSMR31-6.4 6.4mm 2.2mm 5

CHSMR31-9.5 9.5mm 3.2mm 5

CHSMR31-12.7 12.7mm 4.3mm 5

CHSMR31-19.1 19.1mm 6.4mm 4

CHSMR31-25.4 25.4mm 8.5mm 3

Colours Available:

Heatshrink Mini Reel Dispenser

Part No Description

CHSMRDIS Heatshrink dispenser including scissors, fits 6 mini reels of heatshrink

CHSMRKIT Heatshrink dispenser kit including scissors, including your choice of 6 mini reels
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Technical Specifications:

Material: Polyolefin (With Hot Melt Adhesive)

Standard: UL Approved

Working Temp: -55oC to +125oC

Shrink Temperature: 90oC

Dielectric Voltage Withstand: 2500V, 60 Seconds, No Breakdown

ROHS Compliant: Yes

Zero Halogen: Yes

Flammability:  VW-1

CHS31 is a dual wall adhesive lined heatshrink tubing 
manufactured from flame retardant cross-linked 
Polyolefin.  This tubing may be used in a wide variety of 
applications and provides excellent waterproofing and 
moisture protection.  It’s high shrink ratio makes it ideal 
for sealing irregular shapes.

Our heatshrink mini reel dispenser is designed to help you supply 
your customers with cut lengths of heatshrink to suit their individual 
requirements.  The dispenser is designed to fit up to six of our 
heatshrink mini reels and comes complete with a pair of scissors 
attached with a chain.  Please be careful that scissors are kept in a 
safe place and away from reach of children.



CHS31 Series - 3:1 Ratio 
Heatshrink 1.2M Lengths

Technical Specifications:

Material: Polyolefin (With Hot Melt Adhesive)

Standard: UL Approved

Working Temp: -55oC to +125oC

Shrink Temperature: 90oC

Dielectric Voltage Withstand: 2500V, 60 Seconds, No Breakdown

ROHS Compliant: Yes

Zero Halogen: Yes

Flammability:  VW-1

Part No Size Before Shrink Size After Shrink Pack Size

CHS31-PC-3.2 3.2mm 1mm 1.2M

CHS31-PC-4.8 4.8mm 1.6mm 1.2M

CHS31-PC-6.4 6.4mm 2mm 1.2M

CHS31-PC-9.5 9.5mm 3mm 1.2M

CHS31-PC-12.7 12.7mm 4mm 1.2M

CHS31-PC-19.1 19.1mm 6mm 1.2M

CHS31-PC-25.4 25.4mm 8.5mm 1.2M

Colours Available:
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CHS31 is a dual wall adhesive lined heatshrink tubing 
manufactured from flame retardant cross-linked 
Polyolefin.  This tubing may be used in a wide variety of 
applications and provides excellent waterproofing and 
moisture protection.  It’s high shrink ratio makes it ideal 
for sealing irregular shapes.



Expandable Braided Sleeve
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Part No Size Expandable Range Reel Length

CEBS6B 6mm Min 3mm Max 9mm 100M

CEBS8B 8mm Min 5mm Max 16mm 100M

CEBS12B 12mm Min 8mm Max 24mm 50M

CEBS14B 14mm Min 9mm Max 26mm 50M

CEBS16B 16mm Min 10mm Max 27mm 50M

CEBS20B 20mm Min 14mm Max 30mm 50M

CEBS25B 25mm Min 18mm Max 35mm 50M

CEBS32B 32mm Min 20mm Max 50mm 50M

CEBS38B 38mm Min 30mm Max 60mm 50M

CEBS50B 50mm Min 40mm Max 80mm 25M

Technical Specifications:

Material: Polyester

Standard: UL Approved

Working Temp: -50oC to +150oC

ROHS Compliant: Yes

Zero Halogen: Yes

Flammability:  VW-1

Our high quality expandable braided sleeve is flame-
retardant and halogen-free.  It offers durable abrasion 
resistance in a wide range of industrial applications.  The 
open weave structure allows an easy installation on a 
bundle of hoses or cables, even with bulky or large size.  
Totally expanded sleeve can reach at least 1.5 times of 
the initial dimension. 

Colours Available:



PVC Sleeving

Our PVC sleeving is flexible, flame retardant and has 
excellent electrical and physical properties, including 
excellent acid fastness and corrosion resistance.

Technical Specifications:

Material: PVC

Standard: UL Approved

Working Temp: -50oC to +105oC

ROHS Compliant: Yes

Zero Halogen: Yes

Flammability:  VW-1

Part No Size (ID) Wall Thickness Reel Size

CPVC2+COLOUR 2mm 0.5mm 200M

CPVC3+COLOUR 3mm 0.5mm 200M

CPVC4+COLOUR 4mm 0.5mm 200M

CPVC5BLACK 5mm 0.5mm 200M

CPVC6BLACK 6mm 0.5mm 100M

CPVC8BLACK 8mm 0.5mm 100M

CPVC10BLACK 10mm 0.5mm 100M

CPVC12BLACK 12mm 0.5mm 100M

CPVC14BLACK 14mm 0.5mm 100M

CPVC16BLACK 16mm 0.7mm 100M

CPVC20BLACK 20mm 0.75mm 100M

CPVC25BLACK 25mm 0.75mm 100M

Colours Available:

2mm/3mm/4mm Available in:
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Conduit
Closed / Split

Technical Specifications:

Material: Polypropylene

Standard: UL Approved

Working Temp: -40oC to +135oC

ROHS Compliant: Yes

Flame Retardant: Yes

Our corrugated conduit is flexible and flame 
retardant.  It has excellent electrical and physical 
properties, including excellent acid fastness and 
corrosion resistance. 

Colours Available:

Part No Type ID OD Thickness Reel Size

CCC6.5BLACK Closed 6.5mm 9mm 0.25mm 100M

CSC6.5BLACK Split 6.5mm 9mm 0.25mm 100M

CCC9.0BLACK Closed 9.0mm 13mm 0.25mm 100M

CSC9.0BLACK Split 9.0mm 13mm 0.25mm 100M

CCC11BLACK Closed 11mm 15mm 0.25mm 100M

CSC11BLACK Split 11mm 15mm 0.25mm 100M

CCC13BLACK Closed 13mm 17mm 0.27mm 100M

CSC13BLACK Split 13mm 17mm 0.27mm 100M

CCC16BLACK Closed 16mm 20mm 0.27mm 50M

CSC16BLACK Split 16mm 20mm 0.27mm 50M

CCC19BLACK Closed 19mm 23mm 0.27mm 50M

CSC19BLACK Split 19mm 23mm 0.27mm 50M

CCC20BLACK Closed 20mm 25mm 0.30mm 25M

CSC20BLACK Split 20mm 25mm 0.30mm 25M

CCC25BLACK Closed 25mm 30mm 0.30mm 25M

CSC25BLACK Split 25mm 30mm 0.30mm 25M

CCC28BLACK Closed 28mm 34mm 0.35mm 25M

CSC28BLACK Split 28mm 34mm 0.35mm 25M

CCC30BLACK Closed 30mm 36mm 0.35mm 25M

CSC30BLACK Split 30mm 36mm 0.35mm 25M

CCC32BLACK Closed 32mm 38mm 0.35mm 25M

CSC32BLACK Split 32mm 38mm 0.35mm 25M

CCC35BLACK Closed 35mm 40mm 0.35mm 25M

CSC35BLACK Split 35mm 40mm 0.35mm 25M
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Spiral Wrap

Our Spiral Wrap is a halogen free, flexible, polyolefin 
sleeve.  It is low smoke generating, abrasion 
resistant and in case of burning produces no dioxin.  
It has excellent electrical and physical properties.

Technical Specifications:

Material: Polyolefin

Standard: UL Approved

Working Temp: -30oC to +100oC

ROHS Compliant: Yes

Zero Halogen: Yes

Colours Available:

Part No ID OD Thickness Bundle Reel Size

CSW4+COLOUR 4mm 4mm 0.6mm 4-10mm 25M

CSW6+COLOUR 5mm 6mm 0.6mm 7-70mm 25M

CSW8+COLOUR 6.7mm 8mm 0.65mm 8-80mm 25M

CSW10+COLOUR 8.7mm 10mm 0.65mm 10-100mm 25M

CSW12+COLOUR 10.6mm 12mm 0.70mm 12-120mm 25M

CSW14+COLOUR 12.5mm 14mm 0.75mm 14-140mm 25M

CSW16+COLOUR 14.5mm 16mm 0.78mm 16-160mm 25M

CSW20+COLOUR 17.8mm 20mm 1.10mm 20-200mm 25M

CSW22+COLOUR 20mm 22mm 1.10mm 22-220mm 25M
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Technical Specifications:

Material: PVC

Thickness: 0.15mm

Elongation: 125%

Tensile Strength: 20N/10mm

Temperature Rating: 90oC

ROHS Compliant: Yes

Zero Halogen: Yes

Part No Tape Width Length of Roll Pack Quantity Box Quantity

CIT20 + COLOUR 19mm 20M 10 250

CIT33 + COLOUR 19mm 33M 10 100

Colours Available:

PVC Insulation Tape
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SECTION 3
ELECTRICAL CONNECTORS & TERMINATIONS



Pre-Insulated 
Crimp Terminals

Rings:

Part No Type Insulation Colour Wire Size mm2 Stud Size Pack Quantity

T1R3 Pre Insulated Red 0.5 - 1.5 3.2mm 100

T1R35 Pre Insulated Red 0.5 - 1.5 3.7mm 100

T1R4 Pre Insulated Red 0.5 - 1.5 4.3mm 100

T1R5 Pre Insulated Red 0.5 - 1.5 5.3mm 100

T1R6 Pre Insulated Red 0.5 - 1.5 6.4mm 100

T1R8 Pre Insulated Red 0.5 - 1.5 8.4mm 100

T1R10 Pre Insulated Red 0.5 - 1.5 10.5mm 100

T1R12 Pre Insulated Red 0.5 - 1.5 13mm 100

T2R3 Pre Insulated Blue 1.5 - 2.5 3.2mm 100

T2R35 Pre Insulated Blue 1.5 - 2.5 3.7mm 100

T2R4 Pre Insulated Blue 1.5 - 2.5 4.3mm 100

T2R5 Pre Insulated Blue 1.5 - 2.5 5.3mm 100

T2R6 Pre Insulated Blue 1.5 - 2.5 6.4mm 100

T2R8 Pre Insulated Blue 1.5 - 2.5 8.4mm 100

T2R10 Pre Insulated Blue 1.5 - 2.5 10.5mm 100

T2R12 Pre Insulated Blue 1.5 - 2.5 13mm 100

T3R35 Pre Insulated Yellow 4 – 6 3.7mm 100

T3R4 Pre Insulated Yellow 4 – 6 4.3mm 100

T3R5 Pre Insulated Yellow 4 – 6 5.3mm 100

T3R6 Pre Insulated Yellow 4 – 6 6.4mm 100

T3R8 Pre Insulated Yellow 4 – 6 8.4mm 100

T3R10 Pre Insulated Yellow 4 – 6 10.5mm 100

T3R12 Pre Insulated Yellow 4 – 6 13mm 100

Technical Specifications

Material (Insulation): Vinyl

Material (Terminal): Copper

Material (Plating): Tin

Maximum Temperature 75oC

ROHS Compliant: Yes
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Pre-Insulated 
Crimp Terminals

Technical Specifications

Material (Insulation): Vinyl

Material (Terminal): Copper

Material (Plating): Tin

Maximum Temperature 75oC

ROHS Compliant: Yes

Part No Type Insulation Colour Wire Size mm2 Stud Size Pack Quantity

T1BU Pre Insulated Red 0.5 – 1.5 - 100

T2BU Pre Insulated Blue 1.5 – 2.5 - 100

T3BU Pre Insulated Yellow 4 – 6 - 100

Butt Connectors:

Part No Type Insulation Colour Wire Size mm2 Stud Size Pack Quantity

T1F3 Pre Insulated Red 0.5 – 1.5 3.2mm 100

T1F35 Pre Insulated Red 0.5 – 1.5 3.7mm 100

T1F4 Pre Insulated Red 0.5 – 1..5 4.3mm 100

T1F5 Pre Insulated Red 0.5 – 1.5 5.3mm 100

T1F6 Pre Insulated Red 0.5 – 1.5 6.4mm 100

T2F3 Pre Insulated Blue 1.5 – 2.5 3.2mm 100

T2F35 Pre Insulated Blue 1.5 – 2.5 3.7mm 100

T2F4 Pre Insulated Blue 1.5 – 2.5 4.3mm 100

T2F5 Pre Insulated Blue 1.5 – 2.5 5.3mm 100

T2F6 Pre Insulated Blue 1.5 – 2.5 6.4mm 100

T3F35 Pre Insulated Yellow 4 – 6 3.7mm 100

T3F4 Pre Insulated Yellow 4 – 6 4.3mm 100

T3F5 Pre Insulated Yellow 4 – 6 5.3mm 100

T3F6 Pre Insulated Yellow 4 – 6 6.4mm 100

Forks: Technical Specifications

Material (Insulation): Vinyl

Material (Terminal): Copper

Material (Plating): Tin

Maximum Temperature 75oC

ROHS Compliant: Yes
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Pre-Insulated 
Crimp Terminals

Fully Insulated 
Female Disconnects:

Part No Type Insulation Colour Wire Size mm2 Stud Size Pack Quantity

T1POFTI2805 Pre Insulated Red 0.5 – 1.5 2.8 x 0.5mm 100

T1POFTI2808 Pre Insulated Red 0.5 – 1.5 2.8 x 0.8mm 100

T1POFTI47505 Pre Insulated Red 0.5 – 1.5 4.8 x 0.5mm 100

T1POFTI47508 Pre Insulated Red 0.5 – 1.5 4.8 x 0.8mm 100

T1POFTI63508 Pre Insulated Red 0.5 – 1.5 6.3 x 0.8mm 100

T2POFTI47505 Pre Insulated Blue 1.5 – 2.5 4.8 x 0.5mm 100

T2POFTI47508 Pre Insulated Blue 1.5 – 2.5 4.8 x 0.8mm 100

T2POFTI63508 Pre Insulated Blue 1.5 – 2.5 6.3 x 0.8mm 100

T3POFTI63508 Pre Insulated Yellow 4 – 6 6.3 x 0.8mm 100

Technical Specifications

Material (Insulation): Vinyl

Material (Terminal): Brass

Copper Sleeve For Crimping: Yes

Material (Plating): Tin

Maximum Temperature 75oC

ROHS Compliant: Yes

Part Insulated 
Female Disconnects:

Part No Type Insulation Colour Wire Size mm2 Stud Size Pack Quantity

T1POF2805 Pre Insulated Red 0.5 – 1.5 2.8 x 0.5 100

T1POF2808 Pre Insulated Red 0.5 – 1.5 2.8 x 0.8 100

T1POF47505 Pre Insulated Red 0.5 – 1.5 4.8 x 0.5 100

T1POF47508 Pre Insulated Red 0.5 – 1.5 4.8 x 0.8 100

T1POF63508 Pre Insulated Red 0.5 – 1.5 6.3 x 0.8 100

T2POF47505 Pre Insulated Blue 1.5 – 2.5 4.8 x 0.5 100

T2POF47508 Pre Insulated Blue 1.5 – 2.5 4.8 x 0.8 100

T2POF63508 Pre Insulated Blue 1.5 – 2.5 6.3 x 0.8 100

T3POF63508 Pre Insulated Yellow 4 – 6 6.3 x 0.8 100

T3POF95 Pre Insulated Yellow 4 – 6 9.5 x 1.2 100

Technical Specifications

Material (Insulation): Vinyl

Material (Terminal): Brass

Copper Sleeve For Crimping: Yes

Material (Plating): Tin

Maximum Temperature 75oC

ROHS Compliant: Yes
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Pre-Insulated 
Crimp Terminals

Male Disconnects:

Part No Type Insulation Colour Wire Size mm2 Stud Size Pack Quantity

T1POM63508 Pre Insulated Red 0.5 x 1.5 6.3 x 0.8 100

T2POM63508 Pre Insulated Blue 1.5 x 2.5 6.3 x 0.8 100

T3POM63508 Pre Insulated Yellow 4 – 6 6.3 x 0.8 100

Technical Specifications

Material (Insulation): Vinyl

Material (Terminal): Brass

Copper Sleeve For Crimping: Yes

Material (Plating): Tin

Maximum Temperature 75oC

ROHS Compliant: Yes

Male Bullets:

Part No Type Insulation Colour Wire Size mm2 Stud Size Pack Quantity

T1MB4 Pre Insulated Red 0.5 – 1.5 4mm 100

T2MB4 Pre Insulated Blue 1.5 – 2.5 4mm 100

T2MB5 Pre Insulated Blue 1.5 – 2.5 5mm 100

T3MB5 Pre Insulated Yellow 4 – 6 5mm 100

Technical Specifications

Material (Insulation): Vinyl

Material (Terminal): Brass

Copper Sleeve For Crimping: Yes

Material (Plating): Tin

Maximum Temperature 75oC

ROHS Compliant: Yes

T:  01737 760645                F:  01737 760946                 E:  sales@ctie.co.uk               W:  www.ctie.co.uk



Pre-Insulated 
Crimp Terminals

Female Bullets:

Part No Type Insulation Colour Wire Size mm2 Stud Size Pack Quantity

T1FB4 Pre Insulated Red 0.5 – 1.5 4mm 100

T2FB4 Pre Insulated Blue 1.5 – 2.5 4mm 100

T2FB5 Pre Insulated Blue 1.5 – 2.5 5mm 100

T3FB5 Pre Insulated Yellow 4 – 6 5mm 100

Technical Specifications

Material (Insulation): Vinyl

Material (Terminal): Brass

Copper Sleeve For Crimping: Yes

Material (Plating): Tin

Maximum Temperature 75oC

ROHS Compliant: Yes

Piggybacks:

Part No Type Insulation Colour Wire Size mm2 Stud Size Pack Quantity

T1PB63508 Pre Insulated Red 0.5 – 1.5 6.3 x 0.8 100

T2PB63508 Pre Insulated Blue 1.5 – 2.5 6.3 x 0.8 100

T3PB63508 Pre Insulated Yellow 4 – 6 6.3 x 0.8 100

Technical Specifications

Material (Insulation): Vinyl

Material (Terminal): Brass

Copper Sleeve For Crimping: Yes

Material (Plating): Tin

Maximum Temperature 75oC

ROHS Compliant: Yes
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Pre-Insulated 
Crimp Terminals

Pins: Technical Specifications

Material (Insulation): Vinyl

Material (Terminal): Copper

Material (Plating): Tin

Maximum Temperature 75oC

ROHS Compliant: Yes

Part No Type Insulation Colour Wire Size mm2 Stud Size Pack Quantity

T1P95 Pre Insulated Red 0.5 – 1.5 9.5mm 100

T1P12 Pre Insulated Red 0.5 – 1.5 12mm 100

T2P95 Pre Insulated Blue 1.5 – 2.5 9.5mm 100

T2P12 Pre Insulated Blue 1.5 – 2.5 12mm 100

T3P14 Pre Insulated Yellow 4 – 6 14mm 100

Blades: Technical Specifications

Material (Insulation): Vinyl

Material (Terminal): Copper

Material (Plating): Tin

Maximum Temperature 75oC

ROHS Compliant: Yes

Part No Type Insulation Colour Wire Size mm2 Stud Size Pack Quantity

T1BL10 Pre Insulated Red 0.5 - 1.5 10mm 100

T1BL18 Pre Insulated Red 0.5 - 1.5 18mm 100

T2BL18 Pre Insulated Blue 1.5 – 2.5 18mm 100

T3BL10 Pre Insulated Yellow 4 – 6 10mm 100
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Heatshrink Butt Connectors

Part No Type Insulation Colour Wire Size mm2 Stud Size Pack Quantity

CHBC Heat Shrink Butt Connector Clear 0.2 – 0.5 - 100

CHBR Heat Shrink Butt Connector Red 0.5 – 1.5 - 100

CHBB Heat Shrink Butt Connector Blue 1.5 – 2.5 - 100

CHBY Heat Shrink Butt Connector Yellow 4 – 6 - 100

Technical Specifications

Material (Insulation): High Density Polyethylene

Adhesive Lined: Yes

Material (Terminal): Copper

Material (Plating): Tin

Maximum Temperature 75oC

ROHS Compliant: Yes   &   Zero Halogen: Yes

Quick Splice Connectors

Part No Type Insulation Colour Wire Size mm2 Stud Size Pack Quantity

SCR Quick Splice Red 0.5 – 1.0 - 100

SCB Quick Splice Blue 0.75 – 2.5 - 100

SCY Quick Splice Yellow 4 - 6 - 100

Technical Specifications

Material (Insulation): Polypropylene

Material (Terminal): Brass

Material (Plating): Tin

ROHS Compliant: Yes
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Flag Terminals

Technical Specifications

Material (Insulation): Nylon

Material (Terminal): Brass

Material (Plating): Tin

ROHS Compliant: Yes

Part No Type Insulation Colour Wire Size mm2 Stud Size Pack Quantity

CTFTR Flag Terminal Red 0.5 – 1.5 6.3 x 0.8 100

CTFTB Flag Terminal Blue 1.5 – 2.5 6.3 x 0.8 100

Closed End Connectors

Part No Type Insulation Colour Wire Size mm2 Stud Size Pack Quantity

T1IES1.5 Closed End Connector Clear 1.25 - 100

T2IES2.5 Closed End Connector Clear 2 - 100

T3IES5.5 Closed End Connector Clear 5.5 - 100

Technical Specifications

Material (Insulation): Vinyl

Material (Terminal): Copper

Material (Plating): Tin

Maximum Temperature 75oC

ROHS Compliant: Yes
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Parallel Connectors

Part No Type Insulation Colour Wire Size mm2 Length Pack Quantity

PC1.25 Parallel Connector N/A 0.5 – 1.5 4.5mm 100

PC2 Parallel Connector N/A 2.5 – 4 8mm 100

PC5.5 Parallel Connector N/A 4 - 6 8.5mm 100

Technical Specifications

Material (Terminal): Copper

Material (Plating): Tin

ROHS Compliant: Yes



Connector Strips

Part No Type Insulation Colour Amps Stud Size Pack Quantity

CS3 Connector Strip Natural 3 - 10

CS5 Connector Strip Natural 5 - 10

CS15 Connector Strip Natural 15 - 10

CS30 Connector Strip Natural 30 - 10

CS60 Connector Strip Natural 60 - 10

Technical Specifications

Material (Insulation): Polyethylene

Material (Terminal): Brass

ROHS Compliant: Yes

Helacon Push-In Wire Connectors

Part No Description Colour Wire Size mm2 Pack Quantity

HECP-2 2 Hole HelaCon Connector Transparent, Yellow 0.5 – 2.5 150

HECP-3 3 Hole HelaCon Connector Transparent, Orange 0.5 – 2.5 100

HECP-4 4 Hole HelaCon Connector Transparent 0.5 – 2.5 100

HECP-5 5 Hole HelaCon Connector Transparent, Blue 0.5 – 2.5 75

HECP-6 6 Hole HelaCon Connector Transparent, Violet 0.5 – 2.5 50

HECP-8 8 Hole HelaCon Connector Transparent, Grey 0.5 – 2.5 50
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Single Entry Cord End 
Terminals

Technical Specifications

Material (Insulation): Vinyl

Material (Terminal): Copper

Material (Plating): Tin

Maximum Temperature 75oC

ROHS Compliant: Yes

Part No Colour (French) Colour (German) Wire Size mm2 Barrel Length Pack Quantity

CET0.5 + COLOUR White Orange 0.5 8mm 100

CET0.75 + COLOUR Blue White 0.75 8mm 100

CET1.0 + COLOUR Red Yellow 1 8mm 100

CET1.5 + COLOUR Black Red 1.5 8mm 100

CET2.5 + COLOUR Grey Blue 2.5 8mm 100

CET4.0 + COLOUR Orange Grey 4 9mm 100

CET6.0 + COLOUR Green Black 6 12mm 100

CET10 + COLOUR Brown Ivory 10 12mm 100

CET16 + COLOUR Ivory Green 16 12mm 100

CET25 + COLOUR Black Brown 25 16mm 100

Twin Entry Cord End Terminals
Technical Specifications

Material (Insulation): Vinyl

Material (Terminal): Copper

Material (Plating): Tin

Maximum Temperature 75oC

ROHS Compliant: Yes

Part No Insulation Colour Wire Size mm2 Barrel Length Pack Quantity

DCET0.5 White 0.5 8mm 100

DCET0.75 Grey 0.75 8mm 100

DECT1.0 Red 1 8mm 100

DCET1.5 Black 1.5 8mm 100

DCET2.5 Blue 2.5 10mm 100

DCET4.0 Grey 4 12mm 100

DCET6.0 Yellow 6 14mm 100

DCET10 Red 10 14mm 100

DCET16 Blue 16 14mm 100
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Technical Specifications

Material (Terminal): Copper

Material (Plating): Tin

ROHS Compliant: Yes

Part No Wire Size mm2 Barrel Length Pack Quantity

UET0.5 0.5 10mm 100

UET0.75 0.75 10mm 100

UET1.0 1.0 10mm 100

UET1.5 1.5 10mm 100

UET2.5 2.5 12mm 100

UET4 4 12mm 100

UET6 6 12mm 100

UET10 10 12mm 100

UET16 16 12mm 100

UET25 25 15mm 100

UET35 35 18mm 100

Uninsulated Cord End 
Terminals

Heatshrink Solder Connectors
Technical Specifications

Item 1:  Radiation Cross Linked Modified Polyolefin

Item 2: Solder Ring With Flux

Item 3: Glue Rings

Temperature Range: -55oC to +125oC

ROHS Compliant:  Yes

Part No Type Colour Wire Size mm2 Stud Size Pack Quantity

CHSBCC Heatshrink Solder Connector Clear 0.2 – 0.5 - 100

CHSBCR Heatshrink Solder Connector Red 0.5 – 1.5 - 100

CHSBCB Heatshrink Solder Connector Blue 1.5 – 2.5 - 100

CHSBCY Heatshrink Solder Connector Yellow 4 – 6 - 100
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Copper Lugs

Technical Specifications

Material:  Copper

Plating: Tin Plated to BS 1872

Max Temp: 150°C

Flared Entry: Between 6mm² & 800mm²

ROHS Compliant: Yes

Zero Halogen: Yes

Part No Cable Size 
(mm2)

Stud Size (mm) Pack 
Size

TC1.5 + Stud Size 1.5 3, 4 & 5 100

Cable Entry - 1.5mm2

Cable Entry – 4mm2

Part No Cable Size 
(mm2)

Stud Size (mm) Pack 
Size

TC4 + Stud Size 4 4, 5, 6 100

Part No Cable Size 
(mm2)

Stud Size (mm) Pack 
Size

TC10 + Stud Size 10
5, 6 & 8

100
10 & 12

Cable Entry – 10mm2

Part No Cable Size 
(mm2)

Stud Size (mm) Pack 
Size

TC25 + Stud Size 25
4, 5, 6 & 8

100
10 & 12

Cable Entry – 25mm2

Part No Cable Size 
(mm2)

Stud Size (mm) Pack 
Size

TC50 + Stud Size 50

6 & 8

10010

12, 14 & 16

Cable Entry – 50mm2

Part No Cable Size 
(mm2)

Stud Size (mm) Pack 
Size

TC2.5 + Stud Size 2.5 3, 4, 5 & 6 100

Cable Entry – 2.5mm2

Cable Entry – 6mm2

Part No Cable Size 
(mm2)

Stud Size (mm) Pack 
Size

TC16 + Stud Size 16
5, 6 & 8

100
10 & 12

Cable Entry – 16mm2

Cable Entry – 35mm2

Part No Cable Size 
(mm2)

Stud Size (mm) Pack 
Size

TC35 + Stud Size 35

5, 6 & 8

10010 & 12

14 & 16

Part No Cable Size 
(mm2)

Stud Size (mm) Pack 
Size

TC70 + Stud Size 70

6, 8, 10 & 12

5014 & 16

20

Cable Entry – 70mm2
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Part No Cable Size 
(mm2)

Stud Size (mm) Pack 
Size

TC6 + Stud Size 6

4, 5 & 6

1008

10

Part No Cable Size 
(mm2)

Stud Size (mm) Pack 
Size

TC95 + Stud Size 95

8, 10 & 12

5014 & 16

20

Cable Entry – 95mm2



Part No Cable Size 
(mm2)

Stud Size (mm) Pack 
Size

TC120 + Stud Size 120

8, 10 & 12

2514, 16

20

Cable Entry – 120mm2

Copper Lugs

Part No Cable Size 
(mm2)

Stud Size (mm) Pack 
Size

TC150 + Stud Size 150
8, 10, 12 & 14

25
16 & 20

Cable Entry – 150mm2

Part No Cable Size 
(mm2)

Stud Size (mm) Pack 
Size

TC185 + Stud Size 185
8, 10, 12 & 14

25
16 & 20

Cable Entry – 185mm2

Part No Cable Size 
(mm2)

Stud Size (mm) Pack 
Size

TC240 + Stud Size 240 10, 12, 14, 16, 20 10

Cable Entry – 240mm2

Part No Cable Size 
(mm2)

Stud Size (mm) Pack 
Size

TC300 + Stud Size 300 10, 12, 14, 16, 20 10

Cable Entry – 300mm2

Part No Cable Size 
(mm2)

Stud Size (mm) Pack 
Size

TC400 + Stud Size 400 12, 14, 16, 20 1

Cable Entry – 400mm2

Part No Cable Size 
(mm2)

Stud Size (mm) Pack 
Size

TC500 500 14, 16, 20 1

Cable Entry – 500mm2

Part No Cable Size 
(mm2)

Stud Size (mm) Pack 
Size

TC630 + Stud Size 630 16, 20 1

Cable Entry – 630mm2
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Part No Cable Size 
(mm2)

Stud Size (mm) Pack 
Size

TC800 + Stud Size 800 20 1

Cable Entry – 800mm2

Part No Cable Size 
(mm2)

Stud Size (mm) Pack 
Size

TC630 + Stud Size 630 20 1

Cable Entry – 1000mm2



Part No Conductor Size (mm) Pack Size

TCS1.5 1.5 100

TCS2.5 2.5 100

TCS4 4 100

TCS6 6 100

TCS10 10 100

TCS16 16 100

TCS25 25 100

TCS35 35 100

TCS50 50 100

TCS70 70 50

TCS95 95 50

TCS120 120 25

TCS150 150 25

TCS185 185 25

TCS240 240 10

TCS300 300 10

TCS400 400 1

TCS500 500 1

TCS630 630 1

TCS800 800 1

TCS1000 1000 1

Copper Splices / Butts
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Technical Specifications

Material:  Copper

Plating: Tin Plated to BS 1872

Max Temp: 150°C

ROHS Compliant: Yes

Zero Halogen: Yes



Non Insulated Pins

Technical Specifications

Material:  Copper with Electro Tin Plating

ROHS Compliant: Yes

Zero Halogen: Yes

Part No Type Wire Size mm2 Stud Size Pack Quantity

TCB10 Non Insulated Pins 10 N/A 100

TCB16 Non Insulated Pins 16 N/A 100

TCB25 Non Insulated Pins 25 N/A 100

TCB35 Non Insulated Pins 35 N/A 100

TCB50 Non Insulated Pins 50 N/A 50

TCB70 Non Insulated Pins 70 N/A 50
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SECTION 4
KITS & ASSORTMENTS



CMX Series 
Crimp & Fuse Kits

Part No Description Number of Compartments Total Pieces Size of Case

CMXCK CMX Series Crimp Kit 19 552 360 x 270mm

Part No Description Number of Compartments Total Pieces Size of Case

CMXEK CMX Series End Terminal Kit 19 3713 360 x 270mm

Part No Description Number of Compartments Total Pieces Size of Case

CMXHST CMX Series Heatshrink Terminal Kit 19 378 360 x 270mm

Part No Description Number of Compartments Total Pieces Size of Case

CMXFK CMX Series Fuse Kit 19 278 360 x 270mm

Our CMX Series Kits come in a strong case 
and not only feature high quality 
components, but the majority of them 
include a CMX series ratchet tool.  They are 
aimed at the professional who needs a 
selection of parts where quality is 
imperative.
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Part No Description Number of Compartments Total Pieces Size of Case

CK1 Crimp Kit With Ratchet Tool 12 360 250 x 190mm

Part No Description Number of Compartments Total Pieces Size of Case

CK3 Crimp Kit, With Budget Tool 18 306 210 x 105mm

Part No Description Number of Compartments Total Pieces Size of Case

CK2 Crimp Kit 14 1000 270 x 180mm

Standard Crimp Kits
Crimp Kits

Our standard crimp kits combine high quality 
components with very competitive prices 
and offer great margins for re-sellers.
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Heatshrink Terminal 
Assortments

Part No Description Number of Compartments Total Pieces Size of Case

CSBA1 Heatshrink Terminal Assortment 13 210 210 x 140mm

Part No Description Number of Compartments Total Pieces Size of Case

CHTA1 Heatshrink Butt & Solder Butt Assortment 6 150 200 x 110mm
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Our heatshrink terminal assortments 
combine high quality components with very 
competitive prices and offer great margins 
for re-sellers.



Part No Description Ratio Pack Quantity

CMXHS CMX Series Heatshrink Kit 2:1 590pcs – Various Sizes/Colours

Part No Description Ratio Pack Quantity

CHSK1 2:1 Ratio Heatshrink Kit 2:1 170 x 100mm Pcs

Part No Description Ratio Pack Quantity

CHSK2 3:1 Ratio Heatshrink Kit 3:1 87 x 100mm Pcs

Heatshrink Assortments

Our heatshrink assortment kits offer great 
value for customers that need a selection of 
heatshrink tubing packed in a quality 
resealable case.  They also offer great 
margins for re-sellers.
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Part No Description Ratio Pack Quantity

CHSK3 3:1 Ratio Heatshrink Kit 3:1 87 x 100mm Pcs



Cable Tie 
Spectrum Packs

Part Number Cable Tie Size
Length & Width

Pack Quantity Max Bundle Diameter Minimum Loop Tensile
Strength

C10025SP 100 x 2.5mm 800 (100 x each colour) 22mm 8kg

C20048SP 200 x 4.8mm 320 (40 x each colour) 50mm 22kg

Colours in each pack:

Our cable tie spectrum packs offer our high 
quality coloured cable ties, but combine 
multiple colours in a handy resealable tube.  
They are great for colour coding cables, & 
pipes etc.
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Miscellaneous Assortments

Part No Description Number of Compartments Total Pieces Size of Case

GK1 Grommet Assortment 9 210 200 x 130mm
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SECTION 5
TOOLING



Part Number Max Tie Width Length of Tool Weight

CTGSS 7.9mm 180mm 600g

Part Number Max Tie Width Length of Tool Weight

CTG2 12mm 200mm 370g

Part Number Max Tie Width Length of Tool Weight

CTGSS2 12mm 210mm 570g

Cable Tie Tooling

Part Number Max Tie Width Length of Tool Weight

CTG 4.8mm 160mm 300g

Part Number Max Tie Width Length of Tool Weight

CTG4 13mm 220mm 370g

Our range of high quality cable tie tools make installation of cable ties quicker and neater.  They all tension cable ties, however 
CTG, CTGSS & CTG3 automatically cut the cable tie neatly when it reaches the desired tension.
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Part Number This Tool Crimps Length Weight

RTRBY Red, Blue & Yellow Pre 
Insulated Crimp Terminals 260mm 630g

CMX Series
Crimp Tooling

Part Number This Tool Crimps Length Weight

RTET1 Single & Dual Entry End 
Terminals 0.5 - 6mm2 260mm 630g

Part Number This Tool Crimps Length Weight

RTET2 Single & Dual Entry End 
Terminals 6 - 16mm2 260mm 630g

Part Number This Tool Crimps Length Weight

RTET3 Single & Dual Entry End 
Terminals 10 – 35mm2 260mm 630g

Part Number This Tool Crimps Length Weight

RTFT1 Red & Blue Flag Terminals 260mm 630g

Part Number This Tool Crimps Length Weight

CMSIT Blank Tool, For Use With CMX Series Dies 260mm 580g

CMXDIE1 Red, Blue & Yellow Crimp Terminals N/A N/A

CMXDIE2 Red, Blue & Yellow Heatshrink Butt Connectors N/A N/A

CMXDIE3 Red & Blue Flag Terminals N/A N/A

CMXDIE4 Red, Blue & Yellow Heatshrink Terminals N/A N/A

CMXDIE5 Non Insulated Terminals 1.5 – 10mm2 N/A N/A

CMXDIE6 Open Barrel Terminals 0.5 – 6mm2 N/A N/A

CMXDIE7 Single & Dual Entry End Terminals 0.5 – 4mm2 N/A N/A

CMXDIE8 Single & Dual Entry End Terminals 6 – 16mm2 N/A N/A

Intertool
Our Intertool is a blank CMX series ratchet tool compatible with our interchangeable die sets 
(purchased separately).  Simply insert the required die set for what you are crimping, eliminating 
the need to purchase / carry multiple tools.

Our new range of CMX series crimp tooling combines a high quality crimp, smooth action and durable tool at extremely 
competitive prices.  All of our CMX series ratchet tools have ergonomic handles.
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Crimp Tooling
Miscellaneous

Part Number This Tool Crimps Length Weight

CTT10-120 Uninsulated Terminals 
10 – 120mm2 580mm -

Part Number This Tool Crimps Length Weight

CTHEX1 Uninsulated Terminals 
10 – 120mm2 (Hexagonal) 650mm -

CTHEX2
Uninsulated Terminals 

25 – 150mm2 (Hexagonal) 650mm -

Copper Tube Terminal Tooling

Part Number This Tool Crimps Length Weight

CTLDCT Crimps Red, Blue & Yellow
Strips Wire 0.75 – 6mm2 220mm 250g
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Part Number This Tool Crimps Length Weight

CTT1.5-16 Uninsulated Terminals 
1.5 – 16mm2 242mm 550g



Part Number Description Length Weight

WC1 Wire Cutter Up to 
22mm2 160mm 180g

Part Number Description Length Weight

WC2 Wire Cutter Up to 38mm2 210mm 330g

Part Number Description Length Weight

WC3 Wire Cutter Up to 60mm2 240mm 450g

Part Number Description Length Weight

WS1 Strips Wire 
0.5 – 2mm2 180mm 380g

Part Number Description Length Weight

WS2 Strips Wire
0.3 – 8.3mm2 180mm 380g

Part Number Description Length Weight

WSCT1 Self Adjusting Cutter & 
Stripper 170mm 210g

Cutting & Stripping
Tooling

Part Number Description Length Weight

CTCS Cable Stripper, Crimper & 
Cutter 210mm 320g
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Part Number Description Length Weight

HSG3 Micro-Therm Flameless 
Heat Gun 120mm 130g

Part Number Description Length Weight

HSG2 Micro-Jet Heat Gun With 
Micro Flame 120mm 90g

Part Number Description Length Weight

HSG1 Hot Air Gun see website 
for details - -

Heatshrink
Tooling

T:  01737 760645                F:  01737 760946                 E:  sales@ctie.co.uk               W:  www.ctie.co.uk

Stainless Steel Band Tooling

Part Number Description Length Weight

HTC SS Band Tensioner & Cutter  
4.9 - 19mm 120mm 1875g

Part Number Description Length Weight

LQA SS Band Tensioner & Cutter 
8 – 19mm 120mm 1205g



Destination Standard
Delivery Time

Standard 
Delivery Price Before 12:00pm Before 10:30am Saturday 

Delivery Sunday Delivery

Zones A & B Next Day

Free on orders 
over £100

£7.00 on orders 
under £100

£12.00 £18.50 £20.00 £25.00

Zones C & D 2 Days

Free on orders 
over £250

£15.00 on orders 
under £250

Zone E 2 Days

Free on orders 
over £250

£15.00 on orders 
under £250

Europe Please Call For A Competitive Quote

Carriage Charges
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